






















This chart is useful for
calculating A.C. line current.
Multiply D.C. volts times the D.C.
amperes to obtain the figures
across the bottom of the chart
and follow a vertical line up until
the A.C. voltage and phase
selected is intersected. Read
across the chart for the A.C. line
current.

Example: A 24 volt 100 amp rec­
tifier operating on 230 volts A.C.
three phase will draw 8 A.C.
Amperes.

For units less than 10';000 D.C.
watts, divide all figures by 10.
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MAXIMUM ALLOWABLE CABINET WATTAGE
OIL IMMERSED

CASE SIZE OIL CAPACITY DC WATIS DC WATIS
US GALLONS SINGLE PHASE THREE PHASE

PMO 5 200 --
MAO 20 500 --
AO 55 501 to 1900 o to 3600

80 110 1901 to 3400 3601 to 6400

CO 165 3401 to 4250 6401 to 8000

DO 213 4251 to 5300 8001 to 10000

EO 300 5301 to 6400 10001 to 12000

FO 465 6401 to 8500 12001 to 16000

GO 600 8501 to 10,600 16001 to 20000

MAXIMUM ALLOWABLE CABINET
WATTAGE - AIR COOLED

CASE SIZE SINGLE PHASE THREE PHASE

A 1200 --
8 2800 2000

C 6000 6500

0 10000 12000

E -- 18000

AVERAGE SHIPPING WEIGHTS FOR RECTIFIERS BY CABINET SIZE

CASE
SIZE PMO MAO AO 80 CO DO EO FO GO

SINGLE
PHASE 601bs. 200 450 594 731 935 1020 1200 1400

THREE
PHASE N/A N/A 518 660 860 1100 1200 1400 1600

CASE
SIZE A 8 C 0 E

SINGLE
PHASE 1351bs. 185 300 410 525

THREE
PHASE N/A 225 385 625 750 15



Universal Rectifiers, Inc. manufactures cathodic protection junction boxes
to meet all needs. A full line catalog is available upon request.

STANDARD ENCLOSURES
AVAILABLE

• Galvanized steel
• Painted steel
• Stainless steel
• Aluminum
• Anodized Aluminum
• Fiberglass
• Non Metalic

TYPICAL
JUNCTION BOX
INSTALLATION

16

Universal Rectifiers, Inc.
1613 Cottonwood Rd.

P.O. Box 1640
Rosenberg, Texas 77471

(281) 342-8471
FAX (281) 342-0292


