
Cathodic Protection System

Product description

Product features/benefits

Product selection guide Product dimensions

W
± ±

AnodeFlex  3000TM

Central Copper Bus Cable:

Copper-Cored, Mixed Metal Oxide Anode (MMO): 

Long-line flexible anode for high output impressed-current cathodic protec-
tion of buried pipelines and of on-grade and buried storage tanks.

ANODEFLEX 3000 Cathodic Protection

5

Coke Breeze: 

Fabric Jacket: 

Protective Braid:



Property Test method Typical Value
Copper Conductor
Dimensions ASTM B-263 8 AWG
Coke Breeze
Fixed carbon
Resistivity G.L.C. - C - 12A 0.4 Ohm-cm

@ 23ºC (73ºF), 10 bar (145 psi)
Fabric Jacket
Weight 229 g/m2

Bursting strength ISO 3303 575 N
Abrasion resistance
Fluid resistance
Chlorine resistance
UV resistance

@ 60ºC(140ºF) , 8 hrs
@ 50ºC (122ºF) , 4 hrs condensation

Ordering information
ANODEFLEX type products are available on a spool.

Example: AFLX-3200

Standard cutlength = 494 m ± 6 m(1620 ft± 20 ft)
Accessories

AFLX-3000 - CAP
AFLX-3000 - TEE
AFLX-3000 - SPLICE

99.7%

Min. 200 g/m2

ASTM D-172

ASTM D-4157 219 cycles to failure
Internal immersion test 6 months Pass
Internal immersion test 6 months Pass
ASTM G-53 55% tear strength loss

Copper-core MMO with copper conductor surrounded by pre-packaged high conductivity
coke breeze

End seal kit
Tee splice kit
In-line splice kit
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Berry Plastics  warrants that the product conforms to its chemical and physical description and is appropriate for the use stated on the technical data sheet when used in compliance with Berry Plastics  
written instructions. Since many installation factors are beyond the control of Berry Plastics, the user shall determine the suitability of the products for the intended use and assume all risks and liabilities 
in connection herewith. Berry Plastics  liability is stated in the standard terms and conditions of sale. Berry Plastics  makes no other warranty either expressed or implied.  All information contained in 
this technical data sheet is to be used as a guide and is subject to change without notice. This technical data sheet supersedes all previous data sheets on this product.

Local Distributor / Representative:

For contact details of local Distributors / Representatives
Please visit www.berrycpg.com.
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Tel: +1 508 918 1714
US Toll Free: +1 800 248 0149
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Tel: +91 2667 264721
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Headquarters : Berry Plastics Tapes & Coatings Division, Franklin MA, USA 


