KALAS

PARUFAC T HINE
Moo= AT RO

MOISTURE AND HEAT-RESISTANT THERMOPLASTIC
TYPE THW, THW-2

AATING THW 75°C wal and dry; THW-2 90°C wet and dry
COMSTAUCTION: Meats UL B3 insulaisan is Neame-retardant, moisture and heal-resistant PVC.
STANDARDS Maels ASTM specifications B-8 and B-3, latast adilin
WG Stranding Insulation Mom 0.0 Mom Apprax
Thickness Fi./Resl Ship Wi 16K
14 17,0641 045 157 2500 12.5
14 70242 045 166 2500 24.5
12 1./.0808 045 ATE 2500 a3
12 70305 045 185 2500 34
10 111019 045 195 2500 ag
10 TILO3RS a5 209 2500 52
B Ti0486 045 241 2500 77
G ThoE12 B0 J3048 2500 112
4 TLOTTE JEBD 56 500 167
2 70974 B0 AT 500 285
110 19/.0745 080 541 500 415
210 19/.0837 .0B0 SB87 00 529
CATHODIC PROTECTION CABLE
HIGH MOLECULAR WEIGHT POLYETHYLENE
Single Conductor, Copper 600 volis
APPLICATION: Dhrect earth burial lor cathodic protection of pipelines, oil tanks, steel piles, well casings.
marimecraft and other malalic siructures.
STANDARDS 1} Standard coppar canducions conform 1o ASTM spacifications B-8 and B-3 latest edition

2} Conforms ko ASTM D-1248, type 1 Class C, Calegory 5, Grade E-5, E-2 and
ICEA 561 - 402, part 6 paragraph 6.11, 4&.

IDENTIFICATICLMN INK SURFACE PRINTED WITH; "Conductor size, KALAS MFG., HMW/PE CATHODIC
PROTECTION CABLE™

Gauge Stranding Insulatsan Bam. Sid. FL/ Approx, Ship.
Thickness 0.0 Real Lbe A4
10 71,0385 00 A6 5,000 -]
B 7/.0486 110 66 5,000 g5
& T/.0612 110 A0E 4,000 135
4 FOFT2 10 A5 3,000 190
2 F1.0974 110 512 2,500 225
1 1970664 A25 584 2,500 aed
1M 19/ 0745 25 623 2,500 435
20 19,0837 25 GBS 2,500 a0
A 180240 125 T30 1,750 aro
40 18/.1055 125 iy 1.500 aao

Available in 14 and 12 gauges wpon reguest.
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