INSTRUMENTS AND
m EQUIPMENT FOR THE
CORROSION ENGINEER

MCMILLERC..

GROOVED FOR ALLIGATOR CLIP O Rien

NICKEL-PLATED HEX TOP
RUBBER GASKET SEALS

AGAINST LEAKAGE 99.99% PURE COPPER ROD

COPPER THREADED FOR
ACCESS AND MAINTENANCE

\POCKET CLIP NO 15102 DISTILLED WATER

LEXAN® TUBE
3/8” DIAMETER
6 1/2" LENGTH
99.99% PURE COPPER
PROTECTIVE CAP ON A STRAP SULPHATE CRYSTALS

REPLACEABLE HARD ABRASIVE

MODEL RE-375
COPPER SULPHATE ELECTRODE

ADVANTAGES: 1§ Potential measurements through small holes

Probe into bore holes or paving inserts
Packaged with distilled water or antifreeze

Precision-machined for reliable leakproof seals

Non-leak tubular carrying case




MODEL EXT-375
EXTENDIBLE ELECTRODE -

TERMINAL CONNECTIONS

ULTRA-HIGH DIALECTRIC
STRENGTH MATERIAL

EXT-375 EXTENSIONS

EXPANSION JOINT FOR

15" and 30" EXTENSIONS WATER TIGHT SEAL

NO. 16225

3/8"@ x 15”L OVERALL NO. 16230

Now Reach any Depth by

ACCESS AND Ordering Extension Rods

MAINTENANCE
: &

NO. 15105

ADVANTAGES:

Threaded connections will not pull apart
Sections internally wired for continuity

High purity copper sulphate electrode

Circumferential and longitudinal wound
fiberglass for exceptional strength

STUART STEEL PROTECTION CORP.

o/ INSTRUME BOX 476
SOUTH BOUND BROOK, NJ 08880 'TECTION

PHONE (732) 469-5544
M@ MILLER Co. i FAX (732) 469-9270
BUILT TO TAKE IT. E-mail: sspcmail@worldnet.att.net
Website: www.smamteel.comr
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